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Product Name: ZX180-RR8X50 VNX VITA 57 Mezzanine Card Breakout Adapter

Product Description: The VNX VITA 57 Mezzanine Card is a passive test module compliant with the VNX VITA 57 standard bus interface. It features an
8-row x 50-position connector configuration, totaling 400 pins, and supports both socket (mezzanine-side) and terminal (carrier-side) host connectors S
The module provides full access to all VNX VITA 57 signals through onboard 0402 SMD shunt footprints.

The ZX180-RR8X50 includes onboard 0402 SMD shunt footprints that provide access to all 400 signals. It is an ideal breakout mezzanine card for
designs utilizing the VNX VITA 57 (8 x 50) SEARAY® connector series and incorporates both SEAM and SEAF connectors.

The module is fully compliant with the VNX VITA 57 standard. The ZX180-RR8X50 shares the same design as the ZX180-VR8X50, differing only in
the placement and form factor of the SEAF connector.

Refer to Page 2 for a complete list of accessible signals defined by the VNX VITA 57 standard.

Two onboard GND test points provide convenient ground access for interfacing with test equipment, host systems, and target systems. These test
points are connected to the internal ground planes and to the ground fills on both the top and bottom PCB layers.

1-Mates with any Samtec or Molex high-speed, high-density SEARAY® connector featuring an 8-row x 50-position configuration.
2- Fully compatible with 8 rows x 50 positions (400 pins), supporting both single-ended and differential-pair signal configurations.
3- Designed with an 8-layer PCB stackup for enhanced electrical performance.

. : . ZX180-RR8X50
4- All signals are accessible through onboard 0402 SMD shunt footprints. Zebax.com
5- All signals are pass-through via 0402 SMD shunts, allowing users to implement design changes (signal path cuts) if required
6- Improved signal integrity and reduced crosstalk

ZX180-RR8X50
Zebax.com

7- Multiple GND test points connected directly to inner-layer ground planes ZX180-RR8X50 Typical Application diagram
- i - g -
8- Includes both SEAM (Terminal / Plug) and SEAF (Receptacle / Socket) connectors ZX180-RR8X50 Simplified Block diagram — Vesaning Gard, MG,

9- Matching connector 50 Q trace impedance on all signals.
10- Reference plane impedance of 50 Q supporting DC to 10 GHz bandwidth applications & SEAF paN E SEAF

11- Easy interfacing with single-ended or differential oscilloscope probes (see Page 3 for details)

Mezzanine Card
( Daughter card)

Electrical: Insertion loss > -2dB @8GHz
Trace impedance: 50 Q
PCB Material : FR4, 8 layers
Plating: Gold = 30 p" (0.76 uym) over 50 y" (1.27 uym) Ni, all signal layers
Operating Temperature: -55°C to +125°C

0402 SMD Shunt
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Connector: <™ | SEAM o, | seam
Onboard Connector type: SEAM 8x50 BGA —
SEAF 8x50 BGA AT 400 VNX VITA 57 signals are accessible via onboard 0402 SMD shunt landing pads.
Connector contact : Copper Alloy £ o U s 22 U e G S,
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Refer to Pages 2 and 3 for additional details.

Onboard 0402 SMD Shunt Footprint Circuit Diagram

0402 SMD shunt  —[iieall—

Break signal path: —BAE—

1- All 400 VNX VITA 57 signals are accessible via onboard 0402 SMD shunt landing pads.

Con neCtOF hOUSIng : LCP U L 94 VO, COLOR BLACK 4- Onboard SEAF connector mates with Mezzanine Card’s onboard SEAM connector. 2- The GND test points are connected to inner GND planes as well as top/bottom GND fill

Connector contacts: COPPER ALLOY / LEAD FREE SOLDER
Connector plating: = 30 p" (0.76 pm) Au over 50 p" (1.27 pym) Ni
Mates with: Any height SEAM and SEAF 8x50 BGA connectors

Pitch: 0.05" ( 1.27mm ) pin to pin pitch Compliance:
1S02001 certified

Shunt: RoHs - Lead Free
Package: 0402 SMD standard footprint EU RoHS2
Plating: Gold = 30 p" (0.76 ym) over 50 p" (1.27 ym) Ni UL E111594 document
ELV- Vehicle Directive ( Directive 2000/EC)
. . . . . . . . . . European Union Directive ( 203/11/EC )
Application: VNX VITA 57 pre-bringup, bringup, testing, characterization, qualification, manufacturing loopback test. Halogen Free per IEC-61249-2.21 : 2003
Emulation, Xilinx Intel custom FPGA system development solutions. RoHs Directive 2011/65/EU

Interface testing of daughter card ( target ) board to host, modular design evaluations. WEEE Directive ( 2012/12/EV)

ZX180-RR8X50 package includes:

Part number

Quantity Description

ZX180-RR8X50 1 VNX VITA 57 Vita 57.1 Mezzanine Card Breakout Adapter
ZX00BC2PH30 o 30AWG Bare Copper wire to pin header wire assembly
ZX0002SRF4 0 High Frequency semi-rigid SMA to bare wire coax cable assembly

Certificate of Compliance for Radioactive substances

Certificate of Compliance for Asbestos

Certificate of Compliance for Ozone Depleting Substances, ODS

Certificate REACH SVHC
Certificate of Compliance RoHS_EN_CoC

Notice

Note ALL ZEBAX products are RoHS compliant and Lead Free unless otherwise indicated.
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Product Name: Cont’'s ZX180-RR8X50 VNX VITA 57 Mezzanine Card Breakout Adapter

Mates with :  VNX VITA 57 standard host , target Mezzanine Card design.
Any and all VNX VITA 57 compliant design.
Any form factor types of SEAM and SEAF 8 rows x 50 positions ( columns ).
ASP-161073-04 ASP-161074-04 ASP-161073-06 ASP-161074-06
SEAM-50-01-L-08-2-RA-GP-K-TR SEAM-50-01-S-08-2-RA-GP-K-TR
SEAM-50-01-L-08-2-RA-K-TR SEAM-50-01-S-08-2-RA-K-TR
SEAM-50-02.0-L-08-2-A-K-TR SEAM-50-03.0-L-08-2-A-K-TR SEAM-50-03.5-L-08-2-A-K-TR SEAM-50-06.5-L-08-2-A-K-TR
SEAM-50-07.0-L-08-2-A-K-TR SEAM-50-09.0-L-08-2-A-K-TR SEAM-50-11.0-L-08-2-A-K-TR
SEAM-50-02.0-P-08-2-A-K-TR SEAM-50-03.0-P-08-2-A-K-TR SEAM-50-03.5-P-08-2-A-K-TR

SEAF-50-01-L-08-1-RA-GP-TR SEAF-50-01-L-08-2-RA-GP-TR SEAF-50-01-S-08-1-RA-GP-TR SEAF-50-01-S-08-2-RA-GP-TR
SEAF-50-01-L-08-1-RA-TR SEAF-50-01-L-08-2-RA-TR SEAF-50-01-S-08-1-RA-TR SEAF-50-01-S-08-2-RA-TR

SEAF-50-05.0-L-08-1-A-LP-K-TR SEAF-50-05.0-L-08-2-A-LP-K-TR
SEAF-50-06.0-L-08-1-A-LP-K-TR SEAF-50-06.0-L-08-2-A-LP-K-TR
SEAF-50-06.5-L-08-1-A-LP-K-TR SEAF-50-06.5-L-08-2-A-LP-K-TR
SEAF-50-07.5-L-08-1-A-LP-K-TR SEAF-50-07.5-L-08-2-A-LP-K-TR
SEAF-50-05.0-L-08-1-A-K-TR SEAF-50-05.0-L-08-2-A-K-TR
SEAF-50-06.0-L-08-1-A-K-TR SEAF-50-06.0-L-08-2-A-K-TR
SEAF-50-06.-5L-08-1-A-K-TR SEAF-50-06.5-L-08-2-A-K-TR
SEAF-50-07.5-L-08-1-A-K-TR SEAF-50-07.5-L-08-2-A-K-TR

Ground: Ground access is provided through two onboard GND test points, enabling direct interfacing with test equipment, host systems, and target
systems. These test points are connected to the module’s internal ground planes, as well as to the top and bottom ground fills.

To improve signal integrity and optimize test-and-measurement performance, it is strongly recommended to connect the host-side and daughter-
card-side GND test points to the designated exposed copper areas on the ZX180-RR8X50, or to the nearest available GND reference points on
the module.

Access signals: The ZX180-RR8X50 provides full access to all signals, making it an ideal platform for testing, validation, and development of both
standard bus-interface designs and custom applications. The figure titled “ZX180-RR8X50 0402 SMD Shunt Footprints Grid Matrix” illustrates the
grid matrix showing the row and column layout of the ZX180-RR8X50 module.

Accessories: The following accessories complement the ZX180-RR8X50 for testing and measurement applications:
ZX00BC2PH30 — 30 AWG Bare Copper Wire-to-Pin Header Cable Assembly

This cable assembly can be easily soldered to any pad on the ZX180-RR8X50, providing a convenient solution for signal probing, monitoring,
and measurement. ZX00BC2PH30

-_
ZX0002SRF4 — High-Frequency SMA-to-Bare-Wire Semi-Rigid Coaxial Cable Assembly

This semi-rigid coaxial cable assembly features an exposed copper outer conductor, allowing it to be easily soldered to any pad on the
ZX180-RR8X50. With an insertion loss of better than 0.5 dB, the ZX0002SRF4 provides an excellent solution for signal characterization,

validation, and performance qualification testing. ZX0002SRF4
Hih——

Notice
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Bottom view of the ZX180-RR8X50
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Note ALL ZEBAX products are RoHS compliant and Lead Free unless otherwise indicated.
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Loopback test:
copper wire, users can interconnect any desired signal combinations.

The ZX180-RR8X50 enables flexible loopback testing for virtually any design requirement, providing a robust test and measurement solution for pre-

Typical

Sign

bring-up, bring-up, qualification, and manufacturing phases of system development.
The ZX180-RR8X50 is designed for testing and debugging at full connector bandwidth. It introduces a new approach to the use of

Application:
breakout adapters by:

1- Enabling the use of single-ended or differential oscilloscope probes for testing and measurements.
2- Allowing design modifications through signal reassignment using a cut-and-solder method, where any signal path can be opened and reassigned to

a new location using jumper wires.
3- Supporting loopback testing and measurement, enabling software development and validation.

Scope Probe wire Installation:

1- It is recommended to keep the probe wire length to 0.5 in (1.2 cm) or shorter.
2- To avoid ground loop issues, use the shortest possible ground lead and connect it to the nearest GND reference point.

3- The ZX180-RR8X50 provides two onboard GND test points for this purpose. Both Keysight and Tektronix offer a wide range of single-ended and
differential probes along with compatible accessories, below are few probes from each vendor:
a) Keysight differential probe or similar N2795A, N2796A, 1168V, 1134B along with E2677B differential Solder-in probe, N5426A ZIF Tip,

N2884A Fine Wire ZIF Tip and more — See the figure “probe head accessories”.
b) Tektronix offers several single-ended as well as differential probes such as : P6245, P6248, P6247, P6246 or any of TDP7000 series.

4- Please follow the probe manufacturer’s guidelines for the installation and use of probe wires and accessories.

al Access & re-route:
Signal re-routing on the ZX180-RR8X50 can be accomplished by cutting the designated 0402 SMD shunt and rerouting the signal to a new location

using jumper wire connections.
The diagram below illustrates both the standard 0402 SMD shunt configuration and a modified configuration in which the internal connecting traces

between the landing pads have been cut, allowing the signal to be reassigned to an alternate routing path.
Onboard 0402 SMD Shunt Footprint Circuit Diagram

0402 SMD shunt  —Iia—

Break signal path: —[IEdE—

Tektronix P6243 scope probe - —
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Note ALL ZEBAX products are RoHS compliant and Lead Free unless otherwise indicated.
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Product Name: Cont’s ZX180-RR8X50 VNX VITA 57 Mezzanine Card Breakout Adapter Keysight Probe Head accessories |
InfiniiMax RC Probe Heads InfiniiMax Il Probe Heads InfiniiMax | Probe Heads
Access: The ZX180-RR8X50 provides access to all 400 signals via onboard standard 0402 SMD shunt footprints. Lo :; i = — - __
\MXD100A Diff. Micro N5381B Diff. Solder-In E2677B Diff. Solder-In F
The following are recommended methods for interfacing the ZX180-RR8X50 with test and measurement equipment, including oscilloscopes, function MX0103A Bullet Adapter .
generators, network analyzers, power supplies, electronic loads, and other instruments: [ 5 [ == =
. . E2678B Diff. Socketed
1- Using 32 AWG solid copper wire with pin header assembly, ZX00BC2PH30 or similar, to interface with oscilloscope probes or other test equipment. MxomsA Diff. Solder-In N5380B SMA L smr—mm—n
= R E26758 Diff. Browser —
2- Using a high-frequency semi-rigid coaxial cable assembly, ZX0002SRF4 , soldered directly to any signal on the ZX180-RR8X50. The SMA connector . ;N52255 2F
on the cable assembly can then be connected to test equipment for signal injection or signal monitoring. =21 B | (M~ N5426AZIF Tip
N2839A Diff. Browser
— (g N2884AFine
The ZX180-RR8X50 may be configured for manufacturing, development, or qualification loopback test applications. Using 32 AWG solid > Wire ZIF Tip E
— LT
h ﬂ'f — /Mg N5451A Long-Wired
MX0105A Diff. SMA ZIF Tip (7 mm)
—~ (M= N5451A Long-Wired
) ZIF Tip (11 mm)
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